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SPECIFICATION / #li&IE ENGLISH 3L

Mounting Recessed AT

TXRAR

Power >10W - 25W - 15W >10W - 25W - 15W

=

Dimensions D65X95mm - D95X130mm - D65X95mm - D95X130mm -
YN R~F D73X107mm D73X107mm

Cut-out D50mm - D98mm - D73mm D50mm - D98mm - D73mm
AR

Beam angle 45° - 36° - 24° 45° . 36° - 24°

HRA

Colour temperature
BiR

3000k - 4000k - 6000k

3000k - 4000k - 6000k

Control ON/OFF - DALI ON/OFF - DALI
ZEHIFAR

IP rating IP65 IP65

Uatiake 3N

CRI =90 =90

EBREN

UGR <19 <19
S—BatiE

Efficacy >135 Lm/W >135 Lm/W
3

Light source CcOoB COB

TR

LED OSRAM GWKAFJB9.KM OSRAM GWKAFJB9.KM
LED 85

Optic Lens s

B

Light control Adjustable oiEAE

byl



Body material DIE-CAST Aluminum [Ei55E
KTRM B

Finish Powder Coating R ER

REE

Finishes available WHITE - BLACK HE 26

AlEEN &

Power factor >0.9 >0.9

INERRE

Input AC220V, 50-60Hz AC220V, 50-60Hz

WARIR

Operating temperature -25°C ~ 60°C -25°C ~ 60°C

THERE

Lifespan | warranty 50,000h 50,000h

| iR

Driver brands EAGLERISE - LIFUD - EUCHIPS EAGLERISE - LIFUD - EUCHIPS
WXz fm b

Accessories INNER: RE ;SR TR /R s
aERR G DEEP/PINHOLE/SLOTTED/COMB

Applications Residential - Office - Tower - Mall FE - BEFEE - 515

N FR 17 PR

Figures as published by AVANTIX on the original product datasheet (AVANTIX SOLO ADJ.8W DALI.pdf).
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